ORDINANCE 15-20

AN ORDINANCE OF THE CITY OF ROSWELL AMENDING SECTION 6-21 AND
6-31 OF THE ROSWELL CITY CODE BY INCORPORATING BY REFERENCE THE
MOST CURRENT VERSIONS OF THE NEW MEXICO PLUMBING CODE, THE
NEW MEXICO MECHANICAL CODE, AND THE NEW MEXICO SWIMMING POOL,
SPA AND HOT TUB CODE, PROVIDING FOR REPEAL OF ALL ORDINANCES IN
CONFLICT, PROVIDING FOR SEVERABILITY AND EFFECTIVE DATE.

WHEREAS, the Construction Industries Division of the Regulation and Licensing
Department of the State of New Mexico, pursuant to the authority granted to it by NMSA
1978 §60-13-9 has adopted the 2012 Uniform Plumbing Code as the 2012New Mexico
Plumbing Code; and '

WHEREAS, the Construction Industries Division has also adopted the 2012 New Mexico
Swimming Pool, Spa and Hot Tub; and

WHEREAS, the City of Roswell has adopted by reference and enforces the applicable
codes related to plumbing, swimming pools, spas and hot tubs under sections 6-21 and
6-31 of the Roswell City Code, and so it is necessary to update said City Code section to
incorporate the most current versions of the New Mexico Plumbing Code and the New
Mexico Swimming Pool, Spa and Hot Tub Code;

NOW, THEREFORE, BE IT ORDAINED BY THE CITY COUNCIL AS THE GOVERNING
BODY OF THE CITY OF ROSWELL, NEW MEXICO, that:

Section 1. Section 6-21 of the Roswell City Code is hereby amended to read as follows:

Section 6-21. Adoption of plumbing and mechanical codes by
reference

(a) There is hereby adopted by reference the 2012 New Mexico Plumbing
Code, which adopts and amends the 2012 Uniform Plumbing Code and the 2012
New Mexico Mechanical Code, which adopts and amends the 2012 Uniform
Mechanical Code, except as noted below. A copy of each such code shall be
kept in the office of the plumbing inspector and shall be available for inspection
during the normal and regular business hours of the plumbing inspector.

(b) The City of Roswell adopts the following requirements in addition to those in
section 609.3 of the 2012 New Mexico Plumbing Code. All water piping located
under any structure shall be sleeved for its entire length, the sleeve shall extend
to a point of not less than 30" past the structure and where the sleeve terminates
within a building it shall penetrate the concrete slab. Sleeves shall be sized
where there is clearance around the pipe and all sleeving material shall be
approved by the authority having jurisdiction.

(c) The City of Roswell adopts the following requirements in addition to
those in section 924.1 of the 2012 New Mexico Mechanical Code.
Unvented fuel burning room heaters shall not be installed, used,






